
Tube Type R7600-300 Q.E at 550nm 13.5 %
Serial No. EA00151
Date Feb.09, 2015
Tested by
Note

Spectral Response Characteristics
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Tube Type R7600-300
Serial No. EA00151
Date Feb.09 , 2015
Tested by
Note

Wavelength [nm]
0 10 20 30 40 50 60 70 80 90

200 31.61 44.37 56.44
300 66.65 75.85 84.74 92.06 98.17 103.59 107.30 112.36 118.27 121.23
400 124.49 126.86 128.69 128.83 128.33 126.82 123.97 118.93 113.39 108.23
500 104.07 99.95 93.52 82.49 70.02 59.98 52.26 45.69 39.96 34.78
600 30.06 25.64 21.47 17.58 14.04 10.93 8.27 6.04 4.27 2.93
700 1.95 1.26 0.79 0.49 0.30 0.19 0.12 0.07 0.05

Wavelength [nm]
0 10 20 30 40 50 60 70 80 90

200 14.52 19.65 24.13
300 27.55 30.34 32.84 34.59 35.80 36.70 36.96 37.66 38.59 38.55
400 38.59 38.37 37.99 37.15 36.17 34.95 33.42 31.38 29.29 27.39
500 25.81 24.30 22.30 19.30 16.08 13.52 11.57 9.94 8.54 7.31
600 6.21 5.21 4.29 3.46 2.72 2.09 1.55 1.12 0.78 0.53
700 0.34 0.22 0.14 0.08 0.05 0.03 0.02 0.01 0.01

Spectral Response Characteristics

Cathode Radiant Sensitivity [mA/W]

Quantum Efficiency [%]


